


TECHNICAL DATA / PHYSICAL PROPERTIES

1 gal. (3.79¢) Can
5 gal. (18.93¢) Pail
55 gal. (208.2t) Drum

an B

TECHNICAL DATA

1% gal. /100 sq. ft. @ 24 wet mils 610 p (5.68 £/9.29 m?)

TOP COAT / BASECOAT

EVER-SILIC HS
Color White, Grey, Tan
Shelf Life 8 Months
Curing (75°F-24°C, 50% R.H.) 6-8 Hrs.
PHYSCIAL PROPERTIES
Hardness Shore A, ASTM D-2240 55+ 2%

Tear Resistance, ASTM D-624
Tensile Strength, ASTM D-412
Elongation, ASTM D-412

45 Ibs./in. (7.88 k)
300 psi (2.07 MPa)
200 £ 15%

Specific Gravity 1.34
% Solids by Weight, ASTM D-2369 98%
% Solids by Volume, ASTM D-2697 98%

Viscosity at 77°F (25°C)
VOC, ASTM D-2369-81

8,000 - 11,000 cps
48g/L (0.40Ibs/gal)

Reflectivity 0.88
Emmissivity 0.91
SRI 112

ADHESION TEST

To ensure successful application of the EVER-SILIC® SYSTEM,
always perform several adhesion tests (ASTM D-903) with the
EVER-SILIC coating to ensure the roof substrate will accept the
coating. Do not proceed with coating system without prior
testing.

PRE-INSPECTION

Pre-inspect roof for necessary repairs before application of
coating system. Inspection should include but not limited to the
following:

m HVAC flashings

m Ponding water

m Parapet wall conditions
m Wet or damp insulation m Copings and flashings

m Sign or display anchorage m Sleepers & pitch pockets
m Seams, terminations, transitions, and reglets

m Water leakage
m Substrate damage or disrepair
m Proper drainage/obstructions

SURFACE PREPARATION

(1) Remove all unnecessary and non-functional equipment and
debris from the roof. (2) Remove dirt, and foreign material
detrimental to adhesion or application of fluid-applied roofing by
thoroughly cleaning all roof surfaces with a high pressure wash
(approximately 2,000-2,500 psi or 13.79-17.24 MPa). Surfaces
contaminated with oil, grease, animal fats, and other incompatible
substances must be removed using tri-sodium phosphate and
water, or other solutions as required by job conditions and as
permitted by local, state, and federal regulations. Remove all
cleaning solutions with plenty of fresh water in accordance with
local regulations and allow to dry. (3) Membranes with seams,
terminations, transitions, penetrations, and flashing failure must
be repaired by manufacturer’s specification using appropriate
professional roofing practices. Use EVERROOF’s Primer EPDM on
all areas. Primer should be applied with an industrial garden
pump sprayer at a theoretical coverage rate of 1 gallon per 500 sq.
ft. (3.792 per 46.45 m?). The roof substrate must then be carefully
pressure washed with water using an approximate working
pressure of 2,000 psi (depending on condition of the roof) to
remove any remaining dirt, dust, chalking, or loose materials.

SURFACE PREPARATION

(4) Repaired seams, flashings and other corrected areas should
then be detailed with EVER-THANE FAST FLASH™ or with one
pre-coat of EVER-THANE BASE at a minimum rate of 1 gallon per
100 sq. ft. (3.792 per 9.29 m?) @ 16 wet mils (406 p). EVER-THANE
BASE shall extend a minimum of 3 inches (7.62 cm) beyond the
edges of the repair, feathered onto the substrate. For added
strength, consider adding EVER-FABRIC into the EVER-THANE FAST
FLASH and/or EVER-THANE BASE. (5) Round projections, machine
legs, sign posts, guide wire straps, inside and outside corners and
similar areas should be flashed using EVER-THANE FAST FLASH™.
Seal gutters, parapet walls and caps so that they are watertight.
Repair any damaged metal and caulk and seal watertight all
screws, seams, transitions, terminations, penetrations, skylights,
joints, pipes, voids, protrusions and any areas where water could
enter through the roof. (6) Make certain that all walking pads are
appropriately and adequately secured. Use EVER-THANE FAST
FLASH to caulk all edges of walking pads. (7) Clean and seal all
areas around drains so that they are watertight. (8) Allow roof and
other prepared surfaces to dry completely before proceeding with
subsequent coating applications. Note: thickness values of cured
film are averages only and can vary due to type and finish of
surface. ALWAYS CHECK THE WEATHER PRIOR TO ANY APPLI-
CATION. Depending on the ambient, and substrate temperatures,
relative humidity, and dew point take extra time and caution
when applying the system within 2 to 6 hours of precipitation
and/or when raw or freezing temperatures are experienced or
anticipated. Do not apply over wet insulation or improperly

prepared surfaces.
COATING APPLICATION

Apply EVER-SILIC"HS base coat at the rate of 1.0 gal/100 sq.ft. @ 16
wet mils (3.79 £/9.29 m?> @ 406 p). Once cured, inspect roof for
application of topcoat. Apply EVER-SILIC"HS top coat at the rate of
1.0 gal/100 sq. ft. @ 16 wet mils (3.79 £/9.29 m* @ 406 W) to yield a
total of 32 wet mils (813 p) of coverage (minimum requirement for
10 year material warranty).

If applying higher mil thickness of EVER-SILIC HS, do not exceed
3% gal/100 sq. ft. (13.272/9.29 m? ) per application. This could
result in blisters and/or pinholes. Extra precautions should be
taken on vertical, horizontal, and angled surfaces to avoid
sagging, pinholes, and running of the coating. Application rate
may need to be adjusted if topcoat begins to sag on vertical or
angled surfaces. If adjusted, allow coating to dry at least 24 hours
before making subsequent coating applications. Additional coats
may be required to achieve desired mil thickness. EVER-SILIC
Accelerator for topcoat may be used to accelerate curing process
and reduce chance of pinholes and/or blisters. Actual required
application rate will depend on desired thickness, system, and
length of warranty. For low areas that accumulate ponding water,
properly prepare the surface and apply an appropriate liquid roof
patch to level the recessed area prior to coating. EVER-SILICLS is
available for a low solid application and EVER-SILIC Accelerator is
also available for faster curing times. Protection: After completion
of application, do not allow foot traffic on coated surfaces for a
period of at least 48 hours at 75° F and 50% R.H., or until

completely cured.
EQUIPMENT

Spray Applied - See EVERROOF’s Spray Application Guide.

Dipped and Rolled - A squeegee, brushes of various sizes, and a
3/8” (9.52 mm) nap roller should be used when applying on
smooth surface such as EPDM/Hypalon.

THIS QUICK SPEC IS MEANT ONLY AS AN OVERVIEW OF INSTALLATION PROCEDURES. IT IS NOT MEANT TO REPLACE THE
DETAILED SPECIFICATION REQUIREMENTS THAT APPEAR IN THE LOW SLOPE RESTORATION SYSTEM SPECIFICATIONS.
BE SURE TO REVIEW DETAILED SPECIFICATION PRIOR TO BEGINNING ANY PROJECT. Published technical data and instructions
are subject to change without notice. Contact your local EVERROOF® representative or visit our website for current technical data and

instructions.
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